BZX835C...

Silicon Epitaxial Planar Z-Diodes

Features

Low reverse current
Low noise
Very high stability

Applications

Voltage stabilization

Sharp edge in reverse characteristics

Awvailable with tighter tolerances

Absolute Maximum Ratings
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Power dissipation
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Junction ambient

I=4mm, Ty =conslant

Rinia

110

Characteristics
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Parameter

Test Conditiois

Type

Symbol

Min

Tvp Max

Unit:

Forward voltage

Ip=200mA

VE
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BZX8&5C... Y mA L vl gl A e Y ik
V7 27 80 | 251029 | <20 | <400 | 1 | <150 | I | —0.08t0—0.05
3V0 3.0 80 | 281032 | <20 | <400 | 1 | <100 | 1 | —0.08t0-0.05
3V3 13 80 | 311035 | <20 | <400 | 1 | <40 | 1 | 0.08t0-0.05
| 3ve 36 60 | 341038 | <20 |<s00 | 1 | <20 | 1 | —0.08t0-0.05
~3ve 39 60 | 371041 | <15 | <500 ] 1 | <10 | 1 | —0.071w0-0.02
4v3 43 S0 | 40t046 | <13 | <500 | 1 <3 1 | —0.07t0-001
4v7 47 45 | 441050 | <13 | <600 | 1 <3 1 | 0.03t0+0.04
5V1 5.1 45 | 481054 | <10 | <500 | 1 <1 | 1.5 | —0.01t0+0.04
5V6 56 45 | 521060 | <7 | <400 | 1 <1 0 to +0.045
6V2 62 35 | 581066 | <4 | <300 | 1 <1 +0.01 to +0.055
6VE h.8 35 641072 <3.5 < 300 1 <] +0.015 to +0.006
Vs 75 35 | 701079 | <3 | <200 | 05 | <1 | 45 | +0.02 10 +0.065
8V2 82 25 | 771087 | <5 | <200 | 05 | <1 | 62 | 0031007
9V1 9.1 25 | 851096 | <5 |<200| 05 | <t | 68 | 0035100075
10 10 25 | 9410106 | <7 | <200 05 | <05 | 7 0.04 to 0.08
11 1 20 [10410116] <8 | <300 | 05 | <05 | 82 | 0.045100.08
12 12 20 [1n4w127] <9 (<350 ] 05 | <05 | 91 | 0045100.085
13 13 20 12410 14.1 < 10 < 400 0.5 <5 10 0.05 to D085
15 15 15 | 13810156 <15 | <500 | 05 | <05 | 11 | 0.055t00.09
16 16 15 [1531017.1| <15 | <500 | 05 | <05 | 12 | 0055t00.09
18 18 15 | 16810191 | <20 | <500 | 05 | <05 | 13 0.06 to 0.09
20 20 10 [18810212] <24 | <600 | 05 | <05 | 15 | 0060009
22 22 10 |20810233] <25 | <600 | 05 | <05 | 16 | 0.06100.095
24 24 10 [22810256| <25 | <600 | 05 | <05 | 18 | 0.06t00.095
27 27 8 |25110289 ] <30 | <750 | 025 | <05 | 20 | 0.0610 0.095
30 30 8 | 281032 | <30 |<1000] 025 | <05 | 22 | 0.06100.095
33 33 8 | 311035 | <35 |<1000] 025 | <05 | 24 | 006100095
36 36 8 | 341038 | <40 |<1000| 025 | <05 | 27 | 0.06100.095
39 39 6 | 37t04l | <50 |<1000] 025 | <0.5 | 30 | 0.06to0.095
43 43 6 | 401046 | <50 |<1000] 025 | <05 | 33 | 0.06t00.095
47 47 4 | 441050 | <90 |<1500| 025 | <05 | 36 | 0.06t00.095
51 51 4 | 48154 [ <115 [<1500] 025 | <05 | 39 | 0.06100.095
56 56 4 | S2060 | <120 [<2000] 025 | <05 [ 43 | 0.06100.095
62 62 4 | SBw66 | <125 |<2000| 025 | <05 | 47 | 0.06t00.095
68 68 4 | 641072 | <130 [<2000] 025 | <05 | st | 0.06100095
75 75 4 | 70079 | <135 |<2000] 025 | <05 | 56 | 0.06100.095

1) Tighter tolerances available on request:

BZXR5B...

£ 2% of Viznom




