'METAL FILM FIXED RESISTORS

INTRODUCTION

MF series is a group of metal film-fixed resistors applying high Aluminum content base material vacuum sputtered

by Ni-Cr alloy and excellent heat- and wet-proof special resin for protective coating. Those resistors are

manufactured through integrated automatic production system and then have good stable and uniform property.

Furthermore, they show excellent performance regardless open in air.
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High conductivity cap

TIN plated copper lead

GENERAL SPECIFICATIONS

e fome o T owesonnn | ey e ovenon
o 70°C | 125°C | L [ o | HmN) | d 70°C \ 125°C \ 70°C | 125°C
RN-50 | MF-12 0.125W | 0.05W | 37+0415502] 25 045%003 | 200 | 150 } 400 | 300
RN-50 | MF-16 | 0.125W | 0.05W | 3.7+ 0.4’% 5102 25 | 045+ 003 200 | 150 | 400 | 300 :

| BN-55 | MF-25 |025W |0.1W | 65:0523+02 25 | 050£005 | 250 | 200 ] 500 | 400
RN-60 | MF-50 |05W | 0.125W |9.041 [3540.5| 25 | 0554005 | 350 ’ 250 | 700 | 500
RN-65 | MF-100 | 1W 025W |12 +1.0/45+05) 25 | 075£005 | 500 | 300 | 1000 | 600
RN-70 | MF-200 | 2w 05W |16 +1055:05 25 | 075%005 | 500 | 350 | 1000 | 700 |

RESISTANCE RANGE

- MIL i TC + 100PPM/°C
STYLE ERAN ° °
o | ostyie | Tot CE TC + 25PPM/I°C | 10" coppmec | TC & 200PPM/ c
MF-12 RN-50 + 1% 100Q-100K2Q 51.1Q-511KQ 511Q - 5.11M
MF-16 +0.5% 100Q2-100KS2 51.1Q-511KQ
+0.25% 100R2-100KQ2 51.1Q-511KQ
+0.1% 1002-100KR
MF-25 RN-55 +1% | 51.19-511KQ 511Q-2 4MQ 511Q - 5.11M
+0.5% 51.1Q-511KQ 511Q-2 4MQ
+0.25% 100Q-330KS
+0.1% 10092-100KQ s
MF-50 RN-60 + 10 51.12-1MQ 5.110-2.4MQ 5112 -511M
+0.5% 51.12-1MQ 5.119-2.4MQ
+0.25% 100Q-511KQ 5.1192-2 4MQ
. +0.1% 100Q-330KQ
MF-100 RN-65 +1% | 51.12-1MQ 511Q-2 4MQ 5119 - 5.11M
+0.5% 51.1Q-1MQ 5110-2.4MQ
+0.25% 10092-511KQ
+0.1% 100Q-330KQ
MF-200 RN-70 +1% 51.1Q-1MQ 5119-5.11MQ 5.11Q - 5.11M
+0.5% 51.19-1MQ 5119-5 11MQ
+0.25% 100Q-511KS
+0.1% 100Q-330KQ




