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B PRODUCT FEATURES
e 3460° Non-stop Rotation:
. . 1 . e &
® Built-in Ball Bearing; Ty R
® Light Weight,Low Cost,Suitable for Servo A 25
Mounting; B o
® Tailor-made Specification Wellcome. . 0 S
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B ELECTRICAL CHARACTERISTICS T
Effective Electrical Angle 345° =
Total Resistance Value 85. 1. 2. 5k0Q B CIRCUIT CONNECTION
Tutal Resistance Falerance +20%
Imdependent Linenrity =+ 1% ( £0.5% Precision) <
Pawer Rating 2W0T
Gutput Smooethness 0.1% Max : Bad o
Fusulation Resistunce Max 100M O at DC1000Y e = : = po i Vin
Dielectric sirength ACI000V For | Minute =
Resistunce of Temperature % 5
Coeflicient £500ppny'C
B MECHANICAL CHARACTERISTICS i, "
Mechanical Rotation Angle 360" Non-stop & o
Rotational Torque 18 107"N.m 123
{18gf.cm) Max Maunting Side View
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B ENVIROMMENTAL CHARACTERISTICS -'3‘ :
Operating Temperature —40~~120T 5 oW
Ranee = | SR
=
Vibration 150m/s” (15G) 2000Hz oA 1%
Shock 490m/s* (50G) 1lms i f#———————*{ RotatiomAngle ( * !
Life Cvele 10 million cycles Effective Electrical Angle
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