






DC Isolator Sizing Guide
DC-PV2 Ratings by Voltage, min Cables size and Temperature  oC

1 pole Rating
BYSS.1-18 / BYSS.2-18

DC-PV2

Ue Ie/Ith +40oC Shade Ambient
Unenclosed

4*IeA
I and Ic

Ithe Solar +60oC Shade 
Ambient Enclosed

Min Cable Size 
for rating

300V 25 100 25 4mm²
600V 15 60 15 2.5mm²
800V 6.2 25 6.2 1.5mm²
1000V 4.5 18 4.5 1.5mm²
1200V 3.7 15 3.7 1.5mm²

BYSS.1-32 / BYSS.2-32
DC-PV2

Ue Ie/Ith +40oC Shade Ambient
Unenclosed

4*IeA
I and Ic

Ithe Solar +60oC Shade 
Ambient Enclosed

Min Cable Size 
for rating

300V 40 160 40 10mm²
600V 25 100 25 4mm²
800V 10 40 10 1.5mm²
1000V 8 32 8 1.5mm²
1200V 6.25 25 6.25 1.5mm²

BYSS.1-50 / BYSS.2-50 / BYSS-50
DC-PV2

Ue Ie/Ith +40oC Shade Ambient
Unenclosed

4*IeA
I and Ic

Ithe Solar +60oC Shade 
Ambient Enclosed

Min Cable Size 
for rating

300V 50 200 50 10mm²
600V 40 160 40 10mm²
800V 15 60 15 2.5mm²
1000V 12.5 50 12.5 2.5mm²
1200V 8.7 35 8.7 1.5mm²
1500V 4 16 4 1.5mm²

2 poles in series Ratings
BYSS.1-50 / BYSS.2-50 / BYSS-50

DC-PV2

Ue Ie/Ith +40oC Shade Ambient
Unenclosed

4*IeA
I and Ic

Ithe +40oC Shade Ambient 
Dedicated Enclosure IP66NW

Ithe +60oC Shade Ambient Dedicated 
Enclosure IP66NW

Min Cable 
Size for rating

300V 50 200 50 50 10mm²

600V 50 200 50 50 10mm²

800V 50 200 50 50 10mm²

1000V 50 200 50 50 10mm²

1200V 40 160 40 40 10mm²

1500V 16 64 16 16 2.5mm²
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