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Odpovidajici normy
Ref. standards
IEC 383 - 1, CECC 41000

Provedeni:
C

emetovd odporova drdha
s ineamim prib&hem, pro

neaakustické aplikace. Kovowy kryt

uzavieny zalivkou z epoxidové

pryskyfice.

Kovowy hfidel, wyvody
mgddng, pocinovand

28"

TPO52¢c

Construction:

Cearmet resistance track.
Linear resistance law,

for non-accoustic applications.

matal housing with rear side filled

wilh epoxy resin

Metal spindle.

Terminals: tinned copper wire.

Rady jmenovitych hodnot
MNominal values of resistance E6, E12

Tolerance: $30% 420% $10%

Oznafeni: Marking: N
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MontaZ na panel: MaontéZni matice M6 Montazni matice M10 x 0,75
Panel mouting : Meuting nut M6 : Mouting nut M10 x 0,75 mm
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Typ ZatiZeni Jmenavity Dovolena T Rada Otééen Kategore | Hfidel Délka Maximaini Mechanickd
Typ Rated odpor gchylka | jmenovitych hidele Klimatické | zakonden | Lenght | provozni napétl | frvaniivost
dissipation | Nominal Tolerance | hodnot | Angles of rotation | odolnosti | Spingle U eyl
resistance | Series of nom. Climalic | endings Max Mechanical
| resistance o 2o oy resistivity working endurance
Pn{W] RJIO] R[] | min. min. category Limm] | vahage cycles
TF100 05 100R... 100K* | £20 EG* 210° 65/ 12558 AE 10,32  150v= 10000 min.
150vDC typ 50 000
Teplotni souinitel odporu a,: max. +300 107K typ. £200.10%K  Temperature coeficient of resistance o, max, £300.10%K typ. £200.10°K
TPOS2C | g5 100R.. 470K* | <250K n | EB.E12 270° 230° 55/08521 |AE 1020* | 250V= 10000 min
£20% 250 vDC typ 50 000
250K (2 Max. proud sbératem
+30% Lim. slider current/, .70 mA
TP185 47R...220K ES, E12 . B5/125/56 | A B.E | 1233 gopy= 25 000 min
g ool e | moe 800VDC typ 50 000
604, 10E, 12E,
2 NENEWB
TP196 20 270K..2M2 ' £30, 110 ' E8, E12 !
Teplotni soutinitel edporu: Temperature coaficient of resistance a, max 250.10°°K, typ 100.10""K Max. proud shératem lim. slider cument/, , = 100mA

* Jiné hodnoty a rozméry po dohodé s vyrobcem * Other values and dimensions on request

Zavislost provozniho zatizeni P, na teploté ckoli T,
Dependence rated dissipation P,, on ambient temperature
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% Montovat na AL panel min. 50 x 50 mm
% Mouting on metallic panel min. dim. 50 x 50 mm
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