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CONTACT DATA

Features

» 2 Form C contact

e High switching capacity 60W, 125VA

e Fit standard 16 pin IC socket

e Epoxy sealed for automaitc-wave
soldering and cleaning

COIL

Contact Arrangement o Coil power | Sensitive:200mW | Standard:360mW
iy ; Temperature Rise max. 65'C
Initial Contact Resistance Max. 50mQ - e R T
- Coil Voltage _ See coil data table
Contact Material Silver alloy, Au Clad j
Contact Rating (Res. Load) 2a30vDc 1A 125vac  GOIL DATA
Max. switching power 125VABOW Standard (360mW) 20°C
P R Coil | Pick-up | Drop-out | Coll Allow
Max. switching voltage 120VDC/240VAC Order |\, 1-nq Voltage | Voltage | Resistance VO%B
Number ' 299 VD VDG 0 v
Max. switching current 22 B | VDC | (Max.) | (Min.) +10% (Max.)
Min. Applicable load | 10my 10pA 003-M 3 225 0.3 30 4.5
Mechanical life i 1x10°0Ps  Q05-M 5 | 3.75 05 | om 8.0
— i $
ESSE el life f 1x10°0Ps  0o6-M | 6 | 450 | 06 130 10.0
009-M a 6.80 0.9 280 14.5
012-M 12 9.00 1.2 450 18.5
CHARACTERISTICS S Bl RS : :
——r 015-M | 15 | 11.3 : 1.5 625 220
it i ist 1000MQ ' ] I ' "
Initial Insulation Resistance ] SQQVDC_‘- 024-M ! 24 1 100 | s 1600 355
i |Between coil and Contacts 1500Vrms 1min T =
E{f lew,'f e —  048M | 48 ‘ 360 | 48 4000 56.0
ength |petween open contacts 1000Vrms 1min  — ;
Operate time (at nomi. Volt.) < Bms Sensitive (200mW) 20°C
Rel ti i. Valt. [ i | Pick-up | Drop-out Coil Allow
RSB BVIO (i o e ; <dms A V:Sg.lga Voltage | Voltage |Resistance| Voltage
Ambient temperalure -40°Cto+85C  Number| "y/m= VD VD 0 VD
e T (Max.) | (Min) | 10% | (Max.)
Humidity 40 to 85%R H. o T T
: ; ; I 003-S & 2.25 0.3 45 6
Vibration Resistance ! DA: 1.5mm 10 to 55Hz - | RN ¥
i Functional 196m/s¥(20g) 005-8 3.75 0.5 125 10
Shock Resistance .
i De_strucﬁve 980m/s*(100g) 006-3 <] 4.50 0.6 180 12
Max. Solder Temp. Time 270°C 55 ppe-s 9 6.80 0.9 405 18
Max. Solvent Temp.Time 80°C 30s 0128 | 12 9.00 19 720 24
Termination DIP & PCB 2
. 015-5 15 1.3 15 1125 30
Unit weight : Approx. 5g .
Construction Sealad 0245 24 18.0 | = 2880 . i
Nate: Wnenélser's reguiremants cantt be found in the above table special order
allows
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ORDERING INFORMATION

Type

[

Coil voltage

Coil Power

012

3,5,6,9, 12, 15, 24, 48VDC(Standard only)

S: Sensitive M: Standard

OUTLINE DIMENSIONS, WIRING DIAGRAM AND PC BOARD LAYOUT

Qutline Dimensions

PCB Layout
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CHARACTERISTICS CURVE

MAXIMUM SWITCHING POWER

1000V ==

e

Contact Voltage

LT e e et SRR o
hlEY 100mA 1 04

Contact Current

Opergtions (X 10000 OPS)

8

10max

Wiring Diagram

1 4 B a
16 13 11 9
{Bottom View)
LIFE CURVE
_!‘;\" N 30400 Reatun ot —
S— o 'h‘ —at _._.Y ———
12!-_-,\':-__ ......_.........:__ ......
Feeiaiien Loscl |
1 2 3
Contact Current (A)

4.Z-2dr shAejay woaaja]



